
NOTES:

1. BEARING AREA OF CONCRETE THRUST BLOCK IS BASED ON 200 PSI PRESSURE AND SOIL BEARING
LOAD OF 2000 PSF AGAINST UNDISTURBED NATIVE EARTH.

2. AREAS MUST BE ADJUSTED FOR OTHER PIPE SIZES, PRESSURES, AND SOIL CONDITIONS.
3. CONCRETE BLOCKING SHALL BE CAST IN PLACE AND HAVE A MINIMUM OF 14 SQFT BEARING

AGAINST THE FITTING.
4. THE CLOCK SHALL BEAR AGAINST THE FITTING ONLY AND SHALL BE CLEAR OF JOINTS TO PERMIT

TAKING UP OR DISMANTLING OF FITTING.
5. THE CONTRACTOR SHALL INSTALL LOCKING DEVICES ADEQUATE TO WITHSTAND FULL TEST

PRESSURE AND CONTINUOUSLY WITHSTAND OPERATION PRESSURE UNDER ALL CONDITIONS.
6. WHEN MAIN IS INSTALLED IN PEAT OR MUCK, ALL PIPE SHALL BE RESTRAINED BYPILES OR TIE

RODS TO SOLID FOUNDATION OR REMOVAL OF UNSUITABLE AND REPLACEMENT WITH CITY
APPROVED BALLAST.
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